
HPE AE311A Folha de dados

Adaptador de barramento de host HPE StorageWorks FC1142 4 Gb PCI-Express x4, 407620-001

AE311A

Adaptador de barramento de host HPE AE311A FC1142SR de 4 GB de porta única PCI Express Fibre Channel para

servidores ProLiant Generation5 Generation6 Generation7 e Storageworks

Os adaptadores de barramento de host (HBAs) HPE AE311A StorageWorks PCIe de 4 Gb oferecem suporte a clientes

que usam servidores HPE ProLiant com slots de E/S PCIe executando uma ampla variedade de sistemas operacionais.

Esses HBAs Fibre Channel são produtos de segunda geração que oferecem suporte a essa nova arquitetura de

barramento de E/S de velocidade mais alta e oferecem aos clientes a capacidade de usá-la para conectar-se a seus

arrays HPE StorageWorks.

Especificações

marca: HPE

MPN: AE311A

Número da peça opcional: AE311A

Número da peça sobressalente: 407620-001



Em geral

Tipo de dispositivo: Adaptador de barramento de host

Fator de forma: placa plug-in

Tipo de interface (barramento): PCI Express

Diversos

Padrões em conformidade: RoHS

rede

Portas: Fibre Channel de 4 Gb

Tecnologia de Conectividade: Com Fio

Protocolo de link de dados: Fibre Channel de 4 Gb

Taxa de transferência de dados: 4,24 Gbps

Características: Auto-negociação

Expansão e Conectividade

Interfaces: 1 x Fibre Channel de 4 Gb - multimodo LC - x 2

Slots Compatíveis: 1 x PCI Express

Requisitos de software / sistema

SO necessário: Linux, Microsoft Windows Server 2003



Dimensões e Peso

Profundidade: 6,70 polegadas

Altura: 2,00 polegadas

Parâmetros Ambientais

Temperatura operacional mínima: 32 °F

Temperatura operacional máxima: 131 °F

Faixa de umidade operacional: 5 - 95%

Compatibilidade

Chassi modular Smart Array P2000 de 3,5 pol., P2000 Gen3 FC/iSCSI Dual Combo Controller LFF Array System

Série HPE ProLiant DL: DL120 Gen6, DL120 Gen6 Base, DL120 Gen6 Performance, DL120 Gen7, DL120 Gen7

Base, DL120 Gen7 Entry, DL120 Gen7 Performance, DL160 Gen6, DL160 Gen6 Special Server, DL160se Gen6,

DL165 Gen5 Special Server, DL165 Gen6, DL165 Gen7, DL165 Gen7 Base, DL165 Gen7 Performance, DL165 Gen7

Special Server, DL170h Gen6, DL180 Gen5 Special Server, DL180 Gen6, DL180 Gen6 Special Server, DL185 Gen5

Special Server, DL320 Gen6, DL320 Gen6 Entry, DL320 Gen6 High Efficiency, DL320 Desempenho Gen6, DL360

Gen6, DL360 Gen6 Base, DL360 Gen6 Efficiency, DL360 Gen6 Entry, DL360 Gen6 Performance, DL360 Gen7,

DL360 Gen7 Base, DL360 Gen7 Central Management Server, DL360 Gen7 Efficiency, DL360 Gen7 Entry, DL360

Gen7 Performance, DL360 Gen7 Special Servidor, DL365 Gen5 Base, DL365 Gen5 High Efficiency, DL365 Gen5

Performance, DL370 Gen6, DL370 Gen6 Base,DL370 Gen6 High Performance, DL370 Gen6 Performance, DL380

Gen6, DL380 Gen6 Base, DL380 Gen6 Entry, DL380 Gen6 High Efficiency, DL380 Gen6 Performance, DL380 Gen7,

DL380 Gen7 Base, DL380 Gen7 Entry, DL380 Gen7 Performance, DL380 Gen7 Special Server, DL385 Gen5, DL385

Gen5 Base, DL385 Gen5 Entry, DL385 Gen5p Base, DL385 Gen5p High Performance, DL385 Gen6, DL385 Gen6

Base, DL385 Gen6 Entry, DL385 Gen6 High Performance, DL385 Gen7, DL385 Gen7 Base, DL385 Gen7 Entry,

DL385 Gen7 HE, DL385 Gen7 Performance, DL580 Gen5 Torre altamente útil, DL580 Gen7, DL580 Gen7 Base,

DL580 Gen7 High Performance, DL585 Gen6, DL585 Gen6 Base, DL585 Gen7, DL585 Gen7 Base, DL585 Gen7

Performance, DL785 Gen5, DL785 Gen6, DL785 Gen6 Base, Desempenho DL785 Gen6, DL980 Gen7DL380 Gen6

High Efficiency, DL380 Gen6 Performance, DL380 Gen7, DL380 Gen7 Base, DL380 Gen7 Entry, DL380 Gen7



Performance, DL380 Gen7 Special Server, DL385 Gen5, DL385 Gen5 Base, DL385 Gen5 Entry, DL385 Gen5p Base,

DL385 Gen5p High Performance, DL385 Gen6, DL385 Gen6 Base, DL385 Gen6 Entry, DL385 Gen6 High

Performance, DL385 Gen7, DL385 Gen7 Base, DL385 Gen7 Entry, DL385 Gen7 HE, DL385 Gen7 Performance,

DL580 Gen5 Highly Service Tower, DL580 Gen7, DL580 Gen7 Base, DL580 Gen7 High Performance, DL585 Gen6,

DL585 Gen6 Base, DL585 Gen7, DL585 Gen7 Base, DL585 Gen7 Performance, DL785 Gen5, DL785 Gen6, DL785

Gen6 Base, DL785 Gen6 Performance, DL980 Gen7DL380 Gen6 High Efficiency, DL380 Gen6 Performance, DL380

Gen7, DL380 Gen7 Base, DL380 Gen7 Entry, DL380 Gen7 Performance, DL380 Gen7 Special Server, DL385 Gen5,

DL385 Gen5 Base, DL385 Gen5 Entry, DL385 Gen5p Base, DL385 Gen5p High Performance, DL385 Gen6, DL385

Gen6 Base, DL385 Gen6 Entry, DL385 Gen6 High Performance, DL385 Gen7, DL385 Gen7 Base, DL385 Gen7

Entry, DL385 Gen7 HE, DL385 Gen7 Performance, DL580 Gen5 Highly Service Tower, DL580 Gen7, DL580 Gen7

Base, DL580 Gen7 High Performance, DL585 Gen6, DL585 Gen6 Base, DL585 Gen7, DL585 Gen7 Base, DL585

Gen7 Performance, DL785 Gen5, DL785 Gen6, DL785 Gen6 Base, DL785 Gen6 Performance, DL980 Gen7DL385

Gen5p Base, DL385 Gen5p High Performance, DL385 Gen6, DL385 Gen6 Base, DL385 Gen6 Entry, DL385 Gen6

High Performance, DL385 Gen7, DL385 Gen7 Base, DL385 Gen7 Entry, DL385 Gen7 HE, DL385 Gen7

Performance, DL580 Gen5 Highly Service Tower, DL580 Gen7, DL580 Gen7 Base, DL580 Gen7 High Performance,

DL585 Gen6, DL585 Gen6 Base, DL585 Gen7, DL585 Gen7 Base, DL585 Gen7 Performance, DL785 Gen5, DL785

Gen6, DL785 Gen6 Base, DL785 Gen6 Performance, DL980 Gen7DL385 Gen5p Base, DL385 Gen5p High

Performance, DL385 Gen6, DL385 Gen6 Base, DL385 Gen6 Entry, DL385 Gen6 High Performance, DL385 Gen7,

DL385 Gen7 Base, DL385 Gen7 Entry, DL385 Gen7 HE, DL385 Gen7 Performance, DL580 Gen5 Highly Service

Tower, DL580 Gen7, DL580 Gen7 Base, DL580 Gen7 High Performance, DL585 Gen6, DL585 Gen6 Base, DL585

Gen7, DL585 Gen7 Base, DL585 Gen7 Performance, DL785 Gen5, DL785 Gen6, DL785 Gen6 Base, DL785 Gen6

Performance, DL980 Gen7DL785 Gen6, DL785 Gen6 Base, DL785 Gen6 Performance, DL980 Gen7DL785 Gen6,

DL785 Gen6 Base, DL785 Gen6 Performance, DL980 Gen7

HPE ProLiant ML Series: ML350 Gen6, ML350 Gen6 Base, ML350 Gen6 Entry, ML350 Gen6 Performance, ML370

Gen6, ML370 Gen6 Base, ML370 Gen6 Entry

Série HPE ProLiant SL: SL160s Gen6, SL160z Gen6, SL170z Gen6, SL2x170z Gen6

Comutador de malha ativa HPE StorageWorks SN6000C de 16 portas, comutador de malha ativa SN6000C de 32

portas

Matriz inteligente modular HPE StorageWorks P2000 Gen3 FC Matriz LFF de controlador duplo

Gateway de armazenamento de rede HPE StorageWorks X3400 Gen2, X3800 Gen2



Compre agora
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